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Applicant Provided Care Instructions :
Machine Wash at 120±5°F, Normal Cycle, Tumble Dry Normal

APPLICANT : BANNARI AMMAN SPINNING MILLS LIMITED
Hi Tech Weaving Park, Sf No 290/1 Shed No 
A58 to A66, Sukkampalayam Village, 
K.n.puram (Po), Palladam, Tirupur, Tamil 
Nadu, 641632, India

ATTN : Diwakar

TEST CONDUCTED : AS PER THE REQUEST OF THE APPLICANT. FOR FURTHER DETAILS PLEASE 
REFER TO ENCLOSED PAGE(S)

Date Received/Date Test Started : 21 Mar 2023

Sample Description : 1 Piece of Submitted Woven Fabric Sample.

Order No : R5453- AP-Mar'23
Color : Jet Black
Style No : 10s X 6s Half Panama
Fiber Content : 100% Cotton
Manufacturer Name : Bannari Amman Spinning Mills Limited
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TEST CONDUCTED (AS REQUESTED BY THE APPLICANT)

1. Dimensional Stability to Washing 
  AATCC TM 135:2018
 [Test No (1) IV, A(ii), Machine Wash At 120°F, Normal Cycle Followed By Tumble Dry Low]

After Three 
Wash

Warp [-] 8.2%
Weft [-] 0.2%
test

2. Fabric Weight 

  ASTM D 3776:2020/OPTION C

Gm./sq. Mtr 300.0
Oz./sq. Yds 8.8

 

3. Yarn Count 

  ASTM D 1059: 2017

     
Warp 10.4 Ne

Weft 6.0 Ne

REMARK: 
[Ne] : Cotton Count

4. Fabric Construction 

 ASTMD 3775 -2017 

Per Inch

Warp 78
Weft 26

 

5. Colour Fastness to Rubbing 
 AATCC TM 8 : 2016 

Dry 4.5
Wet 3.0
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## END OF THE TEST REPORT ##

This report is made solely on the basis of your instructions and/or information and materials supplied by you. It is not intended to be a recommendation for any 
particular course of action. Intertek does not accept a duty of care or any other responsibility to any person other than the Addressee in respect of this report and only 
accepts liability to the Addressee insofar as is expressly contained in the terms and conditions governing Intertek's provision of services to you.  Intertek makes no 
warranties or representations either express or implied with respect to this report save as provided for in those terms and conditions. We have aimed to conduct the 
Review on a diligent and careful basis and we do not accept any liability to you for any loss arising out of or in connection with this report, in contract, tort, by statute.

http://www.intertek.com/terms.

6. Tensile Strength 

  ASTM-D 5034: 2021

Warp 130 lbf
Weft 59.0 lbf

 

7. Tear Strength 

  ASTM-D 2261: 2017

Warp 8.3 lbf
Weft 6.2 lbf
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